Environmental Protection Agency

emission monitoring systems to com-
plete at least one cycle of operation
(sampling, analyzing, and data record-
ing) for each 15-minute period.

(c) Obtain valid 1-hour averages for
at least 75 percent of the operating
hours per day for at least 90 percent of
the operating days per calendar quar-
ter. An operating day is any day the
unit combusts any municipal or insti-
tutional solid waste.

(d) If you do not obtain the minimum
data required in paragraphs (a) through
(c) of this section, you have deviated
from the data collection requirement
regardless of the emission level mon-
itored.

(e) If you do not obtain the minimum
data required in paragraphs (a) through
(c) of this section, you must still use
all valid data from the continuous
emission monitoring systems in calcu-
lating emission concentrations.

(f) If continuous emission monitoring
systems are temporarily unavailable to
meet the data collection requirements,
refer to Table 3 of this subpart. It
shows alternate methods for collecting
data when systems malfunction or
when repairs, calibration checks, or
zero and span checks keep you from
collecting the minimum amount of
data.

§60.2943 How do I convert my 1-hour
arithmetic averages into the appro-
priate averaging times and units?

(a) Use Equation 1 in §60.2975 to cal-
culate emissions at 7 percent oxygen.

(b) Use Equation 2 in §60.2975 to cal-
culate the 12-hour rolling averages for
concentrations of carbon monoxide.

§60.2944 What operating parameter
monitoring equipment must I in-
stall, and what operating param-
eters must I monitor?

(a) If you are using a wet scrubber to
comply with the emission limitations
under §60.2915, you must install, cali-
brate (to manufacturers’ specifica-
tions), maintain, and operate devices
(or establish methods) for monitoring
the value of the operating parameters
used to determine compliance with the
operating limits listed in Table 2 of
this subpart. These devices (or meth-
ods) must measure and record the val-
ues for these operating parameters at

§60.2945

the frequencies indicated in Table 2 of
this subpart at all times.

(b) You must install, calibrate (to
manufacturers’ specifications), main-
tain, and operate a device or method
for measuring the use of any stack that
could be used to bypass the control de-
vice. The measurement must include
the date, time, and duration of the use
of the bypass stack.

(c) If you are using a method or air
pollution control device other than a
wet scrubber to comply with the emis-
sion limitations under §60.2915, you
must install, calibrate (to the manu-
facturers’ specifications), maintain,
and operate the equipment necessary
to monitor compliance with the site-
specific operating limits established
using the procedures in §60.2917.

§60.2945 Is there a minimum amount
of operating parameter monitoring
data I must obtain?

(a) Except for monitor malfunctions,
associated repairs, and required quality
assurance or quality control activities
(including, as applicable, calibration
checks and required zero and span ad-
justments of the monitoring system),
you must conduct all monitoring at all
times the OSW!I unit is operating.

(b) You must obtain valid monitoring
data for at least 75 percent of the oper-
ating hours per day for at least 90 per-
cent of the operating days per calendar
quarter. An operating day is any day
the unit combusts any municipal or in-
stitutional solid waste.

(c) If you do not obtain the minimum
data required in paragraphs (a) and (b)
of this section, you have deviated from
the data collection requirement re-
gardless of the operating parameter
level monitored.

(d) Do not use data recorded during
monitor malfunctions, associated re-
pairs, and required quality assurance
or quality control activities for meet-
ing the requirements of this subpart,
including data averages and calcula-
tions. You must use all the data col-
lected during all other periods in as-
sessing compliance with the operating
limits.
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